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2. PURPOSE AND LIMITATION:

a. This exemption authorizes the transportation in commerce
of gertain non~-pOT specification propellant tanks designed
O & military SpecliIicatlion, COVeIpacKeu i o u ias
stainless steel drum, containing Division 6.1 liguid ox
Divigion 2.3 gas. This exemption provides no relief from
the Hazardous Materials Regulations {HMR) other than as
specifically stated herein.

. The safsty snalvzes performed in development of this
sxenption only considered the hazards and riszsks associsted
with transportation in commerce.

3. REGULATORY SYSTEM AFFECTED: 49 CFR Parts 106, 107 and 171~
180 -

4, REGULATIONS FROM WHICH EXEMPTEDR: 49 CFR §§ 173.227 and
173.336 in that non-DOT specification packaging is mwot
authorized, except as specified herein.

5. BASIE: This exemprtion is based on the application of the
Deparvtment of Defense dated June 1, 2005 submitted in
accordance with § 107.108.
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6.  HAZARDOUS MATERIALS (49 cFR § 172.101): JUL 2 € 2005

Bazardous Materials Description

Proper Shipping Name Hazaxd Identi~ Packing
Classg/ fication Group
Divieion | Numbex

Dinitrogen tetroxide, liguefied 2.3 ] UN1067 N/A

Toxic liguids, corrosive, 6.1 UN2827 i X,

organic, n.o.s8., inhalation { Zote B

khazgard, Packing Group I, Zone B*

*NOTE: Flammable liguid subsidiary'risk label required.

7. SAFETY CONTRDL MEASURES:

a. PACKAGING ~ Prescribed packaging iz a non-DOT
specification aluminum propellant tank without a prassure
relief device, overpacked in a UN 1A2 stainless steel drum.
The tank is designed in conformance with Militaxy :
Specification MIL-STD~1522 for pressure vessels with a
minimum burst pressure of 150% of the maximun operating
Pressure.,

{1} The propellant tank consists of an outer shell of
pompasite construction, an inlet tube, a positive
displacemsent expulgion liner made of alumisum, and a
burst disc assembly and a3 titaniuwm £i11 valve. The
tank diameter is 7.3 inches maximum and the length is
17.% inches. The maximuam volume of a propeliant tank
ig B.O liters.

{2} Bach propellant tank is held in a shock-danpening
frame which iz packaged in a DUT Specification 1AZ2
steel drum. The drum has a mechanical recorﬁﬁr and
visual indicators for shock protection.

{3) The packagings described under this sxempiion are
authorized for reuse. Bgfore reuse, each package must
be inzspected and found to be free of damage, defects or
leaks or evidence of a reduction in integrity, and in
conformance with the original design specification and
this exemption.
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{4) DOD nust report to the Office of Hazardous
Materials Exemptions and Approvals (OHMEA) any
packaging that does not successfully meet the reuse
criteria outlined in paragraph 7.a.(3) above. This
report must be received within 60 davs of the noted
inspection failure and include a summary of the
failure.

. CPERATIONAL CONTROLS -

{1} The propellant tank may not be pressurized during
transportation.

{2) The propellant tank may only bs transp&fted in
temperature controlled motor vehicles and freight
containers.

{3} Emergency response information provided with the
shipment and available via an smergency response
telephone number must indicate that the propellant
tanks are not fitted with pressure relief devicss and
provide appropriate guidance for exposure to fire.

SPECIAL PROVISIONS:

a. The transportatlon of the material authorized under this

R S TPV TR D SoTIarTmaTME mriese e oo %xr e
w;\w;wn—mw:n. -sn.‘ N o L X v e

Department of Defense {(DOD) and persous conauctzng
operations under the direction of DOD offirials and their
designess.

. DOD must subnmit an annual transportation summary of the
shipping activity conducted undey this exsmption bo OHMBA.
The annual summary must include all shipment origins and
destinations and number of hazardous material shipments per
material and per destination.

&, MARKING -~ The outside of each UN 142 steel drum must be
plainly and durably marked *DOT-E 12056* as specified in
5 172.3011{c).

d. This exemption serves azg a Competsnt Authority Approval
(CA~200305001%) issused by the Associate Administrator for
Hazardous Materials Safety, Pipeline and Hasardous Materials
Safety aAdministration, of the United States Department of
Transportation, in accordance with Section 4.1.3.7 and
Chapter 7.9 of the International Maritime Dangerous Goods
Code {(IMDG) .
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g, MODES OF TRBANSPORTATION AUTHORIZED: Motor wvehicle and CALYD
vegsel.

10, MODAL REQUIREMENTS:

a. A vurrent copy of this exemption must be carried aboard
each cargo vessel or motor vehicle used to transport
packages covered by this exemption.

b. For highway transportation, the two propellants
asuthorvized by this exemption may not be transported on the
same motoy wvehicle simultanecusly. The maximom guantity of
any propellant on a motor vehicle may not excoeed 24 liters
{3 tanks}.

¢. The cargo vessels used to transport the materials
authorized by this exemption must be operated by Matson
Navigation Company, Lynden Transport, and TOTE Transpert,
Port of Oakland, California.

11, COMPLIANCE: Faillure by a person to comply with any of the
following may result in suppension or revocation of this
exemption and penalties prescribed by the Pederal hazardous
materials transportation law, 49 U.S.C. 5101 et seq:

~ ‘ﬂ“"t oo Rt B e e T aal ] ﬂv‘me("’?‘“ha:‘a in thiga ﬂ%@m?"’f\ﬂ
and the Hazardous Materzals Regulations, 49 CFR Parts
171-180.

i) Perzons operating undexr the terms of this gxemption

must comply with the segurity plan reguirement in
Bubpart T of Part 172 of the HMR, when applicable.

@ Registratian'required by § 107.601 et seyg., when
applicable.

Bach *Hazmat employee~®, an defined in § 171.8, who performs
a function subject to this exemption must receive training
on the regquirements and conditions of this exempiion in
addition to the training required by §§ 172.700¢ thyrough
172.704.

No person may use or apply this exemption, including
display of its number, when the exemption has explred or is
otherwise no longer in effect.
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12. REPQRTING BEQUIREMENTS: Shipments or operations conducted
under this exemption are subject to the Hazardous Materials
Incident Reporting reguirements specified in 4% CFR
§§ 171.1% ~ Immediate notice of certain hazardous materials
incidents, and 171.16 - Detailed hazardous materials
incident reports. In addition, the grantee(s) of this
exemption must notify the Associate Administrator for
Hazardous Materials Safety -~ COHMEA, in writing, of any
incident invelving a package, shipment or operation
conducted under terms of this exewption.

iﬁ@a@& in Washzagten, D.C.
{ ,

|
/

Hazatdcus Materlals Bafety

Addvress all inguiries to: Associate Administrator for Hazavdous
Materials Safety, Pipeline and Hazardous Materials Safety
administration, Department of Transportation, Washington, 2.C,
20580, Attention: PHH-31.

Copies of this exemption may be obtained by accessing the
Hazardous Materials Bafety Homspage at

hitp: //hazmat, dot , gov/exsgptions PhHoto reproduclhlions and iegloie
reductiong of this exemption are permitted. Any alteration of
this exemption is prohibited.

PO:  PTO/RP/ALB




